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QUESTION 388
Which description of SXP is true?



A.    applies SGT along every hop in the network path
B.    propagates SGT on a device upon which SGT inline tagging is unsupported
C.    removes SGT from every in the network path
D.    propagates SGT on a device which inline tagging is supported



Answer: D



QUESTION 389
You must recover a wireless client from quarantine. You disconnect the client from the network.
Which action do you take next?



A.    Reboot the client machine after the idle timeout period expires.
B.    Start a manual reassessment
C.    Reconnect to the network after the idle timeout period expires.
D.    Turn off the MIC of the client



Answer: C



QUESTION 390
Which internal Cisco ISE component reduces demand on JVM memory by limiting the number of devices the profiler handles?



A.    eventHandlerQueueStze
B.    maxEndPomtslnLocalDb
C.    NetworkDeviceEventHandter
D.    forwarderQueueSize



Answer: B



QUESTION 391
Which action do you take to define the global authorization exception policy by using a Device Admin Policy Set?



A.    Configure the policy by using Proxy Sequence mode.
B.    Configure a rule-based condition in a policy set.
C.    Define the policy for each group of devices.
D.    Define the policy by configuring a standard profile



Answer: B



QUESTION 392
In the redirect URL authorization attribute, which Cisco ISE node acts as the web server when performing CWA?



A.    Administration
B.    Monitoring
C.    Policy Service
D.    pxGrid



Answer: C



QUESTION 393
Which two protocols are supported with the Cisco IOS Device Sensor? (Choose two.)



A.    SNMP
B.    Cisco Discovery Protocol
C.    RADIUS
D.    LLDP
E.    NetFlow



Answer: BD



QUESTION 394
What sends the redirect ACL that is configured in the authorization profile back to the Cisco WLC?



A.    Event
B.    Cisco-av-pair
C.    State attribute
D.    Class attribute



Answer: B



QUESTION 395
While troubleshooting a posture assessment issue on a Windows PC, the NAC Agent is not popping up as expected. Which two logs would help in isolating the issue? (Choose two.)



A.    Cisco AnyConnect ISE posture logs
B.    NAC agent logs
C.    Dart bundle
D.    Cisco ISE profiler log file
E.    Cisco ISE ise-psc.log file



Answer: BE



QUESTION 396
A manager of Company A is hosting a conference. Conference participants use a code on the AUP page of the hot-spot guest portal Which code must the manager create on Cisco ISE before the meeting?



A.    user code
B.    pass code
C.    access code
D.    registration code



Answer: D



QUESTION 397
Which command is needed to enable dotlx globally on the switch?



A.    aaa authentication dotlx default group radius
B.    dotlx system-auth-control
C.    dotlx pae authenticator
D.    authentication port-control auto



Answer: C



QUESTION 398
A security engineer must provision dynamic TrustSec classifications. Which two classification options must the engineer select to accomplish this task? (Choose two.)



A.    interface
B.    802.1X
C.    MAB
D.    IP subnet
E.    VLAN



Answer: BE
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